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Instructions for quick operation of medical molecular sieve oxygen generator-10L 

 

Step 1: after opening the package, be sure to put the oxygen generator upside down (as shown in figure 1), cut off the tie 
belt in the middle of the bottom of the machine shown in the figure with scissors and draw out the tie belt (the tie belt is 
used to prevent the compressor from swinging during transportation), and then straighten the oxygen generator. 

       tie 

Note: this step must be strictly implemented, otherwise the oxygen generator cannot operate normally and will cause 
machine failure: loud noise, poor heat dissipation and machine vibration. 
The 2nd step: open transparent cover and unscrew humidification bottle, add pure water (or cold boiled water) between 
"MAXIMUM" and "MINIMUM", tighten humidification bottle gently, be sure to screw cap and cup body lest leak. 

Step 3: turn the "" power switch" " ”According to“│”location, Then press the "run" button , 

it starts to work, the display displays "oxygen concentration value". 
It indicates that the oxygen generator work enters normal operation state. When the oxygen generator is working, it 
makes a sound of "tap-poop-poop" every few seconds, which is a normal sound of reversing and exhaust. (note: oxygen 
concentration is the best value after starting the oxygen generator for about 10 minutes.) 

Step 4: when the machine is on, press the "  " button to adjust the flow meter, To the required flow, 
After setting the required flow value for a few seconds, the display screen shows that the value is stable. At the same time, 
bubbles appear around the filter element in the humidification bottle. At this time, the oxygen outlet should have oxygen 
output. 
Oxygen operation 
▲Press the flow meter to adjust the key to the required flow (the reading is subject to the reading on the display screen). 
At the same time, there should be bubbles around the filter core in the humidification bottle and oxygen output at the 
panel outlet. 
▲Connect one end of the oxygen tube to the oxygen port of the panel. 
Set the timer 
The machine has timing function, if the user needs, the timing key on the display board can be pressed to set within the 
range of 00~99 hours. 
▲When the machine is initially started up, the display panel shows that "this time" is in a continuous running state. Press 

the "timing " button, and the display displays "timing -- --", and the oxygen generator enters "timing mode". 
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▲When the value of " " button is increased by 10 every time, it means the timing time is increased by 10 minutes. 

Hold it down, and the number will be continuously increased until it is released. 
 

▲When the value of " " is reduced by 10 for each time, it means the timing time will be reduced by 10 minutes. Hold 

it down, and the number displayed will be continuously reduced until it is released. 
 

▲To cancel the timing mode, press the "timing key " again to return to the continuous running state. 

 

▲When the timing time is set, the machine begins to count down. After counting down, the machine enters the standby 
state, and the display screen displays "OFF". At this time, only the fan continues to work, so as to better improve the heat 
dissipation performance of the machine. 
 

To turn it off 
After the use, be sure to unplug the oxygen tube from the oxygen port, so as to avoid the water in the humidification 
bottle flowing into the oxygen sensor due to the pressure difference when the machine is shut down. 
Turn off the power switch, unplug the power plug and cut off the power supply. 
Operation of atomizer 
1. Remove the atomizer from the oxygen generator storage box, unload the medicine cup counterclockwise, pour an 
appropriate amount of medicine into the medicine cup (please follow the doctor's advice), install the waterproof ring, and 
then tighten the top cover clockwise. 
2. When the oxygen generator is in standby mode, remove the knob on the atomized outlet joint of the oxygen generator's 
front shell, and connect the atomizer cup to the atomized outlet joint with a hose 

3. When the oxygen generator is in normal operation, press the "start/atomize " button, and the oxygen 
concentration value on the screen is displayed as "F 09", then it enters the atomization mode. 
 

4.At the end of the atomization, press the "start/atomize " button again to enter the oxygen absorption mode. At this 
time, the oxygen generator returns to the oxygen generation function.  
5. Matters needing attention: 
(1) add medicine cup of pharmaceutical (not more than 15ml) to clarify, no precipitation and impurities; (2) if you cannot 
spray or spray is not obvious, please check the atomization nozzle, if there is a blockage can be used 7 needle treatment; 
(3) after each use can be poured into distilled water to continue to atomize for a few seconds (can reduce drug 
crystallization), and then clean the atomizing device. 
 
 
                                
 
 
 
 
 
 



 3 3 

                                                                                                                            
Code table of oxygen generator fault: 
 

Fault code 
 

Fault description 
 

E1 
Low 
oxygen  

 

 1、Improper operation causes: flow over range (correct operation can eliminate the 
fault) 
 2、Oxygen generator parts failure (report for repair) 

E2 Compressor no-load fault 

E4 Ac input voltage too low fault 
E7 Communication failure between panel and control panel 

E8 
Communication failure between oxygen sensor and control panel 

 

E9 

Low 
traffic 

＜

0.5L/min 

1、Set the oxygen generator flow value below 0.5l /min(reset the flow value) 

2、The oxygen tube discount results in the flow output lower than 0.5l /min (check the 
oxygen tube) 

EA 
The temperature is too high (when the fan is damaged or the heat is not good, the oxygen generator 
will stop automatically and report for repair) 

 
 
Special statement: medical molecular sieve oxygen generator installation of oxygen concentration status indicator (OCSI) 
device, this device has the oxygen concentration in monitoring function, if in the process of using oxygen concentration is 
lower than 82%, the yellow indicator light flashing, that if the oxygen concentration continues to fall to 60%, the red light 
flashing, accompanied by a buzzer alarm sound, at this time should immediately switch to the standby oxygen, close 
oxygen generator power and contact the distributor or manufacturer. 
 
 

Maintenance and repair 
I. clean the shell 
Wipe and clean the outside of the cabinet at least once a month: firstly, cut off the power supply, wipe with a clean and 
soft damp cloth soaked with disinfectant, and prevent the liquid from penetrating into the gaps of the cabinet. 
 
2.clean the filter 
The cleaning and replacement of the filter screen is very important for protecting the compressor and molecular sieve and 
extending the life of the machine. Please clean or replace in time. 
Note: do not open the oxygen generator before installing the filter. 
Disassembly :(1) the filter net inside the first level filter should be cleaned every half a month. 
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(2) secondary filter. 
 
        ● Open the storage box cover, unscrew, remove the storage box, remove the filter. 
 
 
 

                                     
 
 

 
 

●Secondary filter for disposable supplies, the normal service life of about 3000~4000 hours, should be based on the 
actual use of time and environmental impact, determine the actual replacement time, if the oxygen concentration 
attenuation is obvious, please contact the dealer or manufacturer. 
    
    
 
UPDATED ENGLISH TRANSLATION OF PACKED NASAL OXYGEN CANNULA AND DISPOSABLE NEBULIZER. 

     

 

Secondary filter 


